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PROJECT PROFILE:
Kwantlen Langley West Wing
Langley Campus, 20901 Langley Bypass, Langley BC
March 2011
$1,600,000
Taylor Kurtz Architecture + Design Inc.
Wicke Herfst Maver Consulting Inc.
Perez Engineering Ltd.
Applied Engineering Solutions Ltd.
Novacom Construction Ltd.
Craig Taylor

Project Name
Location
Completion Date
Construction Budget
Architectural
Structural Engineer
Mechanical Engineer
Electrical Engineer
Contractor
Photography

Student 
Service Counters

Breakout Lobby
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SUSTAINABILITY INITIATIVES

SUSTAINABLE SITE
•	 Campus is located within walking distance to a variety 

of basic services and high density residential areas.
•	 Campus is connected to local transit routes with easy 

access to transit hubs.
•	 Intercampus shuttle bus, a joint initiative of KPU and 

the student union, provides regular shuttle service 
between KPU campuses.

ENERGY AND ATMOSPHERE
•	 29% reduction in lighting power density, below 

ASHRAE requirements, achieved with high efficiency 
lighting and zoned controls.

•	 Extensive re-use of existing VAV system, upgraded with 
new controls.

MATERIALS AND RESOURCES
•	 64% of construction waste was diverted from landfill 

and recycled.
•	 35% of furnishings within the project scope are 

provided from refurbished existing inventory.
•	 26% of construction materials are from recycled 

content.
•	 38% of all new construction materials are locally 

manufactured.
•	 58% of all wood based products are from FSC certified 

wood.

INDOOR ENVIRONMENTAL QUALITY
•	 Outdoor Airflow, Increased Ventilation and CO2 

monitoring system maintain ventilation rates at the 
breathing zone of all occupied spaces at 30% above 
the minimum rates prescribed by ASHRAE.

•	 Indoor air quality management plan implemented during 
construction, completed with building flush-out prior to 
occupancy.

•	 Low emitting materials, adhesives, sealants paints and 
coatings.

•	 Carpet systems meet the Collaborative for High 
Performance School (CHPS), California Section 01350.  
These standards exceed Floorscore and GreenGuard 
certification requirements.

•	 Low emitting composite wood products and laminate 
adhesives used in all millwork.

•	 All new systems furniture and seating are GreenGuard 
Certified.

•	 Extensive lighting controls are provided permitting 90% 
of occupants to make adjustments to lighting levels to 
suit individual needs.

•	 Extensive access to individual and shared controls for 
ventilation and temperature adjustments.

•	 Extensive use of glass partitions enables deep daylight 
penetration and access to outside views to more than 
90% of regularly occupied and seated floor spaces.

INNOVATION AND DESIGN
•	 SMART certified linoleum flooring materials throughout 

floor area and extensive ‘walk-off’ mat at main entry 
help to trap and contain outside dust and pollutants.

•	 Campus wide Green Housekeeping Program reduces 
exposure to hazardous chemical contaminates that 
adversely impact air quality, occupant well-being and 
the environment generally.

PROJECT DETAILS
Area
Height
Cost
Structure
Cladding

1100sm
1 Storey
$1.6M
CIP Concrete
Masonry, 
Glazed Aluminum 
Storefront, 
4 Sided SSG Curtain 
Wall Entry

Breakout View 
from South Corridor

Suspended 
Birch Panel Detail

Breakout Seating 
and Touchdown 
Points


